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Amendments To The Claims 

The listing of claims presented below will replace all prior versions, and listings, 
of claims in the application. 
Listing of Claims: 

1 . (currently amended) In a system connected to a mobile switching center 
configured to provide a substitute ringback tone to a caller terminal whe«-whije_the 
mobile switching center st*speRds -is establishing ^a call to a cal lo d connection between 
the caller and receiver t erminal s and r e qu e sts a n nrv/ i np hy prnvirirng nn irinntifiiN-afinn 
cod e of th e ca l lod - tc r-miftal, a method of settin ^providinq t he substitute ringback tone to 
the caller terminal c omprising the steps of: 

(a) prov i ding a -pl ay control s e rv e r for storing substitute ringback tone setting 
Information s et for e ach of every service subscribe r who has subscribed to a substitute 
ringback tone sen/ice In a olav control server , and a play servo r for storing various 
substitute ringback tone s in a olav server, an^ 

wherein the play server is configured to r eproducemg and 
provideiRS one of the various substitute ringback tones in response to 
thea request ef -from t he mobile switching center^ af>d -the substitute 
ringback tone being selected b ased on the setting information stored in 
the play control server; 
{b)-receiving a calljinformation) including the-an identification code of the oali o d 
receiver t erminal from the mobile switching center; 
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{G)-identifylng a tone code for the caHe dreceiver tenninal from the play control 
server. aRd-reproducing the substitute ringback tone having an corresponding to the 
identified tone code^ to -and providinge the substitute rinaback tone to the caller terminal; 

(dfchecking whether a predetermined key Input is received from the caller 
terminal; and 

^when the predetermined key input Is received from the caller terminal, 
checking the Identification code of the caller terminal and the tone code for the called 
receiver terminal to-stored in the play control serve r ? wh e reb y and settino the substitute 
ringback tone of the caller terminal such that the substitute ringback tone of the caller 
terminal is s et to b e identical withto the substitute ringback tone of the eaHed -receiver 



2. (currently amended) The method as cla i med in Qf,claim 1, further comprising 
athe step of: 

^sending a short message to the caller terminal for notifying a_change of the 
substitute ringback tone. 



checking th e identification code of the caller terminal and the tone code for the receiver 
terminal comprises the steps of: 

{e4H^upon receiving the predetermined key input, determining whether the 
caller temiinal is -has subscribed to the substitute ringback tone service; and 



terminal. 



3. 



(currently amended) The method 



^SLclalm 1, wherein said step fe)of 
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<e2)-when the caller terminal i$-has_not subscribed to the substitute ringback 
tone service, sending a short message to the caller terminal fef^advising th e caller 
terminal of a required s ubscription of the service. 

4. (currently amended) In a system connected to a mobile switching center 
configured to provide a substitute ringback tone to a caller terminal wheR -while t he 
mobile swttching center ws p e nds fs e ts up) is establishing a call connectiorLt o a oallod 
between the caller and receiver t erminals- and r e qu e sts n G^rvic^ p hy pmviHing - gm 
i d e ntif i cation co d o of tho ca l lod terminal , a method of setto ^providinq the substitute 
ringback tone to the caller terminal c omprising the steps of: 

(a) providing -a play control sorvor for s toring substitute ringback tone setting 
information se t for e ach ofever^ service subscribe r who has subscribed to a substitute 
ringback tone servi ce in a pfav control server , and a play serv e r foF -storing various 
substitute ringback tones In a player server. € tf^ 

wherein the plaver server is configured to reproducemg and 
providemg one of the various substitute ringback tones in response to 
thea request of the mobile switching center^ afi4 -the one of a various 
substitute ringback tones being selected based on the setting information 
stored in the play control server; 
{bHeceivIng a cail^^information) including the-an identification code of the ca l l e d 
receiver t emninal from the mobile switching center; 
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identifying a tone code for the eatied -receiver t erminal from the play control 
server, afid-reproduclng the substitute ringback tone l^avtfw -correspQndinn to the tm 
identified tone code , and- te provldinge the substitute rinoback tone t o the caller terminal; 

{€J)-checking whether a predetermined key Input is received from the caller 
terminal; 

<e>-when the predetermined key input is received from the caller terminal, 
sending a short message containing a callback infomiation of the system to the caller 
tenninal for inviting the caller terminal to connect to the system; 

(^when the caller terminal is connected to the system, receiving a confirmation 
for change of the substitute ringback tone; and 

<§)-storing the identification code of the caller terminal and the tone code for the 
called terminal In the play control serve r, such that the tone code for the caller temiinal 
is now Identical to the tone code of the called terminal . 

5. (currently amended) The method a a cl a im e d tn of claim 4, wherein said step <e)ef 
sending a short messa ge containino a callback infomnatlon of the system comprises the 
steps of: 

<©4)-Uupon receiving the predetermined key input, determining whether the 
caller terminal is-has_subscribed to the substitute ringback tone sen/ice; and 

<e2)-when the caller terminal te-has.not subscribed to the substitute ringback 
tone service, sending a short message to the caller terminal for advising the caller 
terminal of a required subscription of the substitute ringback tone service. 
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6. (currently amended) The method as olormod in of claim 4. wherein said step (^of 
receiving a confirmatio n for change of the substitute rinaback tona comprises the step 
of: 

receiving reproduction conditions including reproduction time and callers for 
reproducing the substitute ringback tone, wherein the reproduction conditions are stored 
in sa id st e p (g) t he play control server . 

7. (currently amended) In a system connected to a mobile switching center 
configured to provide a substitute ringback tone to a caller terminal- when the mobite 
switching - c e nt e r susB e ndo(oot p up) a cal l to o callod torniinal and requests a oorvico by 
pr- oviding an tdentifioation cod e of the call o d t e rmina l, a method of aettmg -providinq t he 
substitute ringback tone to the caller terminajc omprising the steps of: 

(Q) providing a ploy control server for -storing substitute ringback tone setting 
infonnation sot for oaeh of every service subscribe r who has subscribed to a substitute 
ringback tone service i n a plav control server , and a play s e n/or for storing various 
substitute ringback tones . in a plav server, and 

wherein the plav server is configured to repmdiinei*^^ and 



^bHeceivIng a targetphone number of a third party f rom a-use rthe caller 
terminal through a communications network; 



providemf one of the various substitute ringback tones in response to 
thea request of the mobile switching center^, aftd - the one of a various 
substitute ringback tones being selected based on the setting information 



stored In the play control server. 
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<e)-identlfying the substitute ringback tone-e ^ corresponding to the target phone 
number- fe e third party from the play control server; 

{^receiving, from the ^se roaller terminal a confirmation for cliange of the 
substitute ringback tonp^ of the usor in suoh q way tha t and then settlno the substitute 
ringback tone of the ^se Kaiier temiinal is-set to be identical-wito to_the substitute 
ringback tone o fof the target phone numbe r th e third part y- and 

<e)-storing the phone number of the-wse f calier terminal and the tone code for 
the third partytarget phone number in the play control serve r, such that the tone code of 
the calier temiinal Is now identical t o the tone code of the taroet phone numbg p^ 

8. (currently amended) The method as o l aimod in of claim 7, further comprising a 
step of r 

determining whether the mm- ca\ler of the caller tenninal i s-has subscrihP>rt to 
the substitute ringback tone service, whereinr a short message for advising the a 
required subscription of the service is sent to the ttse realier temninal when the caller< jsef 
is-has_not subscribed to the substitute ringback tone service, and said ctops [oirolo 
around (C)) through ( e ) aro perform e d only whon tho uoor la -^ ubscribed to tho cubotituto 
ringback tono corv i oo . 

9. (currently amended) The method a s olaimod I n of claim 7. wherein the 
communications network Is the Internet, the wireless Internet, or a voice 
communications network: 
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10. (currently amended) In a system connected to a mobile switching center 
configured to provide a substitute ringback tone to a caller tenninal wh e n th e mobil e 
sw i tch i ng c e nt e r &UQPonds (sets up) a ca l l to a called term i nal a nd r e q u ests a sem'c e by 
pr ovid i ng an id e ntification cod e of th e c aJle d - t epmiftat, a method of s e tting p roviding t he 
substitute ringback tone to the caller terminal comprising the steps of: 

(aj-pFQ viding.g play control s e rv e r for storing substitute ringback tone setting 
information s e t fop e ae h of every service subscribe r who has subscribed to a substitute 
ringback tone service in a play control server , and q p l ay s e rver for storing various 
substitute ringback tone s in a piav server.- an4 

wherein the olav server is configured to reproducemg and 
provideiR§ one of the various substitute ringback tones in response to 
thea request of the mobile switching center^ and - the one of a various 
substitute ringback tones being selected b ased on the setting information 
stored in the play control server; 
^receiving T a target phone number of a recipent from a-use rthe caller terminal 
through a communications networ k, a phon e numb e r of a third party and information of 
oolooted substitute r i ngback ton e to b e p rosontod to - th e third party ; 

4G)-temporarily storing the-an identification code of the third partv recipent and 
sending a short message containing a callback information of the system to the thif4 
partyrecipient for inviting the third party recipient to connect to the system; 

^when the third p a rty recipient is connected to the system, receiving a 
confirmation for change of the substitute ringback tone of the third part y recioient into fte 
a_presented tone selected by the caller terminal ; and 
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^storing the identification code of the third part v recipient and the oolootod 
presented t one code in the play control serve r such that the tone code of the recipient 
is now identical to the presented tone code > 

1 1 . (currently amended) The method as claim e d in of claim 410, wherein saMthe step 
of temporarily storing the identification code of the recioentte ^ comprises the steps of: 

^e4f determining whether the third part y recipient fe -has s ubscribed to the 
substitute ringback tone service; and 

{e3)-sending a short message for advising the -a required subscription of the 
service to the tWfd-partyreci^ent in a_case tha ^where t he third part v recipient is not 
subscribed to the substitute ringback tone service, and sending a short message for 
inviting the third p a rt v recipient to connect to the system when the third part y recipeint 
has s ubscribed to the substitute ringback tone service. 
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